KARIMNAGAR SMART CITY CORPORATION LIMITED.
Dist:Karimnagar; Telangana

REF.NIT. No. /KSCCL/2024-25 dated 15 . 0{.2024.

KSCCL intends to receive quotations for various items for
Construction of SPV office, Integrated Command Control Cenier Cum DRF
Office Building Construction of Roof top Rainwater harvesting System
,Development of MPS park control room andMusical fountain civil
works, Continuous Pressurized 24x7 Water SupplySystem in 3 pilot
zones ,Construction of central library Building, Development of
integrated market at bull semen center near Karimnagar dairy in
Karimnagar under Smart City Mission® The details can be downloaded
from the website

https:/fkarimnagarcorporation.telangana.gov.in.

“

S.No | Description Date
it Specifications & BOQ bp-0p-2024, 5PM
Download start date
2 | Lastdate for submission  [9@.06.2024 till 5PM

Kanmnagar %/Cﬁy Corporation Lid



Sir

Sub:-

NOTE SUBMITTED:-

Karimnagar Smart City Corporation Limited — Expression of Interest for
invitation of Quotations for “Construction of SPV office, Integrated
Command Control Center Cum DRF Office Building Construction of Roof
top Rainwater harvesting System ,Development of MPS park control room
andMusical fountain civil works, Continuous Pressurized 24x7 Water Supply
System in 3 pilot zones, Construction of central library Building
Development of Integrated market at Bull semen Center near Karimnagar
Dairy in Karimnagar under Smart City Mission — Publication of Eol notice
in News Paper — Draft letter addressed to the Commissioner, I&PR put up for
kind perusal and approval - Regarding.

Karimnagar Smart City Corporation Limited intends to issue the following Notice

inviting quotations for various items for the project “Construction of SPV office,
Integrated Command Control Center Cum DRF Office Building Construction of
Roof top Rainwater harvesting System ,Development of MPS park control room and
Musical fountain civil works, Continuous Pressurized 24x7 Water SupplySystem in 3
pilot zones ,Construction of Central Library Building ,Development of Integrated
market at Bull semen Center near Karimnagar Dairy in Karimnagar under Smart City
Mission”.

The Specifications along with the BOQ shall be uploaded in the Karimnagar

Municipal Corporation Website https://karimnagarcorporation.telangana.gov.in.

Accordingly, the notice of Expression of Interest is required to be published in the

State Edition of Telugu & English Newspaper. The schedule of the Eol is as follows

| S.No | Description Date

Specifications & BOQ Download start date | 2o . bs.2024, 5SPM

Last date for submission 28 .06.2024, 5PM

e

Therefore, a draft letter addressed to the Commissioner, I&PR Dept., Hyderabad is
herewith put up for kind perusal and approval.

g

%/‘ ' M
DEE Bb;m? SE Managing Director

Karimnagar smart city Corporation Limited



KARIMNAGAR SMART CITY CORPORATION LIMITED
Contract Ph. No. 9849906691.
Email : mdksccl@gmail.com

From To

The Managing Director, The Commissioner,
Karimnagar Smart City & PR, Samachar Bhavan
Corporation Limited. Masabtank, Hyderabad
Karimnagar.

Lr. NO*5%KSCCL/2024-25 dt. I3 .04.2024

Sir,
Sub:- Municipal Corporation Karimnagar — Publication of Expression of Interest
notice in State Edition of Telugu & English Daily News Paper — Regarding.

* % *

| herewith furnish a copy of "Notice" with a request to arrange publication in State
Edition of one Telegu daily newspaper & one English daily newspaper with a minimum
size of ( min x min) cm. Payments will be paid after receipt of the bill.

Karimnagar Smart City Corporation Ltd

5;'1@5?%

Encl: Notice of Eol



Karimnagar Smart City Corporation Limited (KSCCL)

EXPRESSION OF INTEREST AND INVITATION OF QUOTATIONS

for
Construction of SPV office, Integrated Command Control Center Cum DRF
Office Building, Construction of Roof top Rainwater harvesting System ,Development
. of MPS park control room andMusical fountain civil works, Continuous Pressurized 24x7
- Water Supply System in 3 pilot zonesConstruction of Central Library Building
;Development of Integrated market at Bull semen Center near Karimnagar Dairy in
Karimnagar under Smart City Mission.

Invited by:

Managing Director & Chief Executive Officer
Karimnagar Smart City Corporation Limited
E-mail: mdksccl@gmail.com

Tel No: +91984990669




KARIMNAGAR SMART CITY CORPORATION LIMITED (KSCCL),
KARIMNAGAR

Ref:lr#0-/262/KSCCLI2024-25 dated 18] 0¢[2024

Invitation for Expression of Interest

KSCCL desires to invite Competitive Quotations from reputed vendors for

Construction of SPV office, Integrated Command Control Center Cum DRF
Office Building, Construction of Roof top Rainwater harvesting System ,Development
of MPS park control room andMusical fountain civil works, Continuous Pressurized 24x7
Water SupplySystem in 3 pilot zones Construction of Central Library Building
,Development of Integrated market at Bull semen Center near Karimnagar Dairy in
Karimnagar under Smart City Mission.

The detailed Specifications and BOQ can be downloaded from the website of

www.karimnagarcorporation.telangana.gov.in and will be available from20.0£2024,
S5pm onwards.

The last date for submission of proposals is29.062024 up to 17.00 Hrs.

For more details contact:

Karimnagar Smart City Corporation Limited
, E-mail: mdksccl@gmail.com

cc: tlkarimnagar@aarvee.net

Mobile No: 9849906691 & 9538210099

Sd/-
Managing Director,
KSCCL



ltem List of this EUI: -

Name of Work - Construction of SPV office, Integrated Command Control Center Cum

DRF Office Building in Karimnagar under Smart City Mission.

Following are various items of work for which quotations are invited.

S.No

Description

Unit

Quant
ity

Total
Amount
(INR)

Supply & Laying /Fixing of Artificial Green Grass made of
Polyamide & Polypropylene yarn for real time appurtenance,
the thickness of the grass in pile height of 25mm with density -
10500, Tuft GSM 750, Tuft withdrawal force -17.4 |bs, with a
warranty of 4yrs,backside with WPC board of 12mm thick and
MS frame as required, including transportation, installation,
finishing and handover etc complete for finished item of work as
directed by the Engineer-in- Charge

Sgm

Designing, fabricating, testing, protection, installing and fixing in
position semi (grid) unitized system of structural glazing (with
open joints) for linear as well as curvilinear portions of the
building for all heights and all levels with aluminium extruded
tubular and other aluminium sections as per the architectural
drawings and approved shop drawings, the aluminium quality as
per grade 6061 and Tempered grade of T6 as per BS
1474,including super durable powder coating of 60-80 microns
conforming to AAMA 2604 of required colour and shade.
Hermetically Sealed Insulated (IGU) Double Glazed Glass Unit
(DGU) with 6 mm thick toughened Clear Glass both sides and
hollow aluminium spacer bar frames where frame is bent at 90
degree angle and assembled with only one joint with 12mm dry
Air Insulated, glass on one side coated with low-emissivity
coating for energy efficiency, high-performance glass with low U
value of minimum 3 W/sqm, for recommended RHG, SRI, SHGC,
and VLT as per green building - GRIHA/ LEED slipulations. The
cost is including Structural analysis & design and preparation of
shop drawings for the specified design loads conforming to IS
875 part lll (the system must passed the proof test at 1.5 times
design wind pressure without any failure), including functional
design of the alumlinlum sectinns far fixing glazing panels of
various thicknesses, aluminium cleats, sleeves and splice plates
etc. gaskets, screws, toggles, nuts, bolts, clamps etc., structural
and weather silicone sealants, flashings, fire stop (barrier)-cum-
smoke seals, microwave cured EPDM gaskets for water
tightness, pressure equalisation & drainage and protection
against fire hazard including Fabricating and supplying serrated
M.S. hot dip galvanised / Aluminium alloy of 6005 T5 brackets of

Sgm




required sizes, sections and profiles etc. To accommodate 3
Dimentional movement for achieving perfect verticality and
fixing structural glazing system rigidly to the RCC/
masonry/structural steel framework of building structure using
stainless steel anchor fasteners/ bolts,nylon seperator to
prevent bimetallic contacts with nuts and washers etc. Of
stainless steel grade 31 and providing and fixing in position
flashings of solid aluminium sheet 1 mm thick and of sizes,
shapes and profiles, as required as per the site conditions, to
seal the gap between the building structure and all its interfaces
with curtain glazing to make it watertight. Making provision for
drainage of moisture/ water that enters the curtain glazing
system to make it watertight, by incorporating principles of
pressure equalization, providing suitable gutter profiles at
bottom (if required) Complete. This item includes cost of all
inputs of designing, labour for fabricating and installation of
aluminum grid, installation of glazed units, T&P, scaffolding and
other incidental charges including wastages etc. The item also
includes the cost of all mock ups at site, cost of all samples of
the individual components for testing in an approved
laboratory, field tests on the assembled working structural
glazing as specified, cleaning and protection till the handing over
of the building for occupation. In the end, the Contractor shall
provide a water tight structural glazing having all the
performance characteristics etc.. Performance Testing of
Structural glazing system Tests to be conducted in the NABL
accredited lab or any other accreditation body which operates
in accordance with ISO/IEC 17011 and accredits labs as per
ISO/IEC 17025 1. Performance Laboratory Test for Air Leakage
Test (-50pa to - 300pa) & (+50pa to +300pa) as per ASTM E-283-
04 testing method for a range oftesting limit 1 to 200 mVhr 2.
Static Water Penetration Test. (50pa to 1500pa) as per ASTME-
331-09 testing method for a range up to 2000 ml.3. Dynamic
Water Penetration (50pa to 1500pa) as per AAMA 501.01- 05
testing method for a range up to 2000 ml4. Structural
Performance Deflection and deformation by static air pressure
test (1.5 times design wind pressure without any failure) as per
ASTMEL- 330-10 testing method for a range upto 50 mmb5.
Seismic Movomant Tost (upta 30 mm) as por AAMA 501.4-09
testing method for Qualitative test, Tests to be conducted on
site.6. On site Test for Water Leakage for a pressure range 50
kpa to 240 kpa (35psi) upto 2000 ml all complete as required, as
per the Architectural drawings, as per item description, as
specified, as per the approved drawings and as directed by the
Engineer-in- Charge

Designing, supply, and erection of external architectural lighting
as per 15:3043 with linear lighting, wall washer lighting, spot
lighting and other lighting as required including cabling,

LS




distribution boxes, wiring, and labor etc. as per the approved
drawings and as directed by the Engineer-in- Charge

Providing and Fixing and Installation of Digital Signage Letters
using 18mm thick solid acrylic letters with backlit arrangement
with approved colour shade fixing over the existing ACP cladding
using suitable adhesive or Bolted arrangement as per the
approved drawings. The length and height of the letters to be in
proportionate to the elevation as directed by the Engineer-in-
Charge.

LS

Supply & Installation of Modular Toilet Cubicles as per the
approved drawing and directions of Engineer — In — Charge for
height 1995mm including 150mm clear gap at bottom using
High Pressure Laminate boards of 12mm thick with stainless
steel Grade 304 hardware like self closing hinges, Lock with
indicator, coat hangar, adjustable legs and aluminium SS finish
sections for Top rail, U & T channels etc complete with warranty
of 10 years for partitions against any moisture related defects
and one (1) year warranty for the Rest room workmanship and
hardware (accessories) against any manufacturing defects. Cost
includes supply of material including transportation, loading &
unloading, installation and all neccessary accessories etc
complete for finished item of work.

Nos

External Lighting ( Makes: Jaquar, Reytek, Klite, or equivalent
reputed make):

Refer Elevation drawing and 3D views for quantity and
alignment

12-18w Resin filled liear profile:12-18w resin filled linear profile
light made of strong diecast aluminium housing with pc diffuser
for weather and UV resistance. It comes with anti glare optical
design and varied options of comfortable and prcise optical lens.
Fixture comes with IP 67/68 as well as IK 07 rating. Lifespan of
product is 50,000 burning hours @L70.

Reterence image

Nos

12W/MTR LINEAR FLEX:12W/Mtr silicon made flex with
dimension of 16mmx17mm comes with high quality circuit
design for stable and reliable performance and excellent
flexibilty for bending. fixture comes with IP68 rating for
water/dust protection and excellent weather and corrosion
resistance . Lifespan of product is 50,000 burning hours @L70.

Releieiice iindge

MTR




1 Mtr Aluminium Profile:Aluminium profile frame for linear flex | MTR

8
comes with 1 mtr standard size. S
9 | Outdoor power supply driver of 75w(24V) Nos
10 Outdoor power supply driver of 200w(24V) NS
Reference Image
11 | 7w Eris Swivel: 7 W deep recess mounted, COB based swivel
down light with 38 deg beam angle. Diemsion of fixture cutout Nos
78mm and height 73mm. The light fixture comes with IP54
rating for water and dust protection, THD< 10%, CRI >80)
12 | Lupus Wall Light : 6W up & down wall light fixture made of
aluminum die cast with powder coating with matt gray finish
Nos

and transparent tempered glass diffuser. Fixture come with IP65
rating for water and dust protection. It has power factor >0.9

and surge protection of 2KV.

Ancillary works for Development of Sports Complex at Dr B R Ambedkar Stadium in Karimnagar
under Smart City Mission.

Units | Quantity Total
S.No Description Amount
(INR)
1 Supply & Erection of water fountain with Nos 1

a) Big Ball Dome Fountain:Dome approx. 18inches 48
inches 100Nos. tubes (Aluminium) with powder coated
and nylong maintenance free nozzles according to tank
Size. 8 Nos. of form nozzles.

b) Pump: Open well submersible pump 7.5HP/5HP 4-inch
x 4-inch, section and delivery, father/equal (A special
make for water fountain) according to three phase
power availability in park.

c)Panel Box: A Single door panel box with Fuses and L&T
Starters and Amps meter and Volta meter and cable etc.
Complete work.

d)Fittings: Gl 3-inch Nipples and UPVC 3-inch control
units and FTA and Pipelines and concealed PVC 6 kg
pipeline and complete as per require.

e) Lightings: RGB 100W flood lights 7 nos with cable and
rotection dust cable and complete electrical work with
1.5sq.mm flat cable as per required etc complete with
water proof joinings.




S.No

Description

Units

Quantity

Total
Amount
(INR)

f) Mosaic Tiles: Supply &Laying of glazed full body glass
mosaic tiles of 20x 20 x 4 mm thick in specified pattern
1st Quality of any colour and design

Supply of Venetian blinds Vertical blinds 75 mm wide
double blinds with all accessories including cost and
conveyance of all materials, accessories, labour charges
for transportation, erection at site, overheads and
contractor profit etc., complete for finished item of work

Sgm

10.88

Providing and laying of grass turf with required thickness
with proper level and ramming with tools wooden
(Dhurmos) and then rolling the surface with light roller
make the surface smoothen and light waterning with
sprinkler till the grass establish properly complete as
directed by engineer-in-charge.

Sgm

683.56

Supplying and Fixing of Flexible drops for sprinkler bulbs
for below false ceiling including all items for complete
finished item of the work

Nos

58

Supplying and Fixing of Rosette Plates for sprinkler bulbs
for below false ceiling including all items for complete
finished item of the work

Nos

102

Supply and fixing of rope light including labour charges
etc..complete.

Rmt

1280

Supply and fixing of decorative Outdoor garden vertical
post light (3m height) of 15W including labour charges
etc..complete.

Nos

12

Supply and fixing of decorative Outdoor garden Bolarad
light (0.7m height) of 12W including labour charges
etc..complete.

Nos

11

Supply and fixing of post top lantern with diffuser and
15W led light etc suitable for gate complete with all
accessories and lab our charges etc. Complete.

Nos

04

10

Supply transportation to site & fixing of SS Inauguration
Plaque with wooden frame including all charges etc.
complete for finished item of work

10

Sft

20




Development of MPS park control room and Musical fountain civil works in Karimnagar

S.No Description Units Quantity | Amount
1. Supplying, Delivery and installation of Model 7.5 HP Nos
open well submersible pumpset with the following

accessories including transport and all other charges
excluding GST for complete job work as directed by
Engineer-in-charge.
2 1) 3*2'/2' pipe size 3 phase -1set Mahindra Make Nos
panel box set with LnT 14Amp.Anchors 63Amp, PVC
wire-1 Set.
3. 2) Godavari polymers make 2 1/2*6kg HDPE pipe- Nos
10mts.
4. 3) 2' 1/2 collar and Gl Collar with Nuts and bolts - Nos
1Set.
5. Herbal plants (height range 1ft -2ft) Nos
i Lemon verbena Nos
ii Rooibos Nos
lii Lemon balm Nos
Iv Rosemary Nos
v Echinacea Nos
vi Hibiscus Nos
Vii Geranium Nos
Viii Ginger Nos
ix Turmeric Nos
X Calendula Nos
xi Rose hips Nos
Xii Sage Nos
xiii Passionflower Nos
Xiv | Thyme NN oS
Xv Palm rosa Nos
Xvi Lemon grass Nos
xvii Sindhuram Nos
xviii Kasthuri benda Nos
Xix Indigo( Neeli) Nos

11



XX Aadasaram Nos
XXi Insilin Nos
xxii Mach pathri Nos
XXiii Koleysu Nos
XXiv Warm Akku Nos
6. Drip/Sprinkler Irrigation :

Plastic screen filter 3"

Sand filter with backwash Assly 3"
P.P.Throttle Valve 3" with assly
P.P.Non Return Valve 3"

Sand filter with backwash Assly 3"
Pressure Guage

Air Release Valve 1"

Ventury Assly 3/4"

Plain lateral 16mm

Finotiff Dripper 8lph

Finogol PCND 16MM-0.3M-2.1LPH CL Il

Maxipaw Popup Sprinkler 2045A
Unispray Popup Sprinkler 18VAN
Unispray Popup Sprinkler 15VAN
Unispray Popup Sprinkler 10VAN
Plain Lateral 30mm

Head Connector 20mm

Barbed Adaptor 30x3/4"

Barbed Adaptor 30x1/2"

Rubber Gromet

Head Connector 16mm

Barbed Connector 16mm

Line End 16mm

Barbed Tee 16mm

Head Connector 16mm

Barbed Connector 16mm

Line End 16mm

Barbed Tee 16mm

Barbed Elbow 16mm

Quick Coupling Valve 3/4"

Riser for Quick Coupling Valve 3/4"
Finolex Plasson Ball valve 63mm
PVC flush Valve 40mm

Valve box 10" (Optional)

PVC Pipe 90/6kgf

PVC Pipe 75/6kgf

PVC Pipe 63/6kgf

PVC Pipe 40/6kgf

PVC Fittings and accessories with all the accessories
including transportation and all other charges

(complete work.) in all shape

12




Continuous Pressurized 24x7 Water SupplySystem in 3 pilot zones
TECHNICAL SPECIFICATION of Toilet& Security Cabin

Carpel will be lixed un Lhe panel. (100% waler, lermile &
dimensional proof with vinyl Carpet)

SINO COMPONENT DESCRIPTION Amount
1 Bottom Frame 100mmx50mm C-Channel with ISI Marked
2 Top Frame 50mmx50mm MS Square Pipe ISI Marked
3 Stitfener Bottom 100mmx50mm MS Square Pipe, 80mmx40mm, 50mmx50mm
MS square pipes ISI Marked
4 Stiffener Top 50mmx50mm, 50mmx25mm, 25mmx25mm MS square pipe
ISI Marked
5 Side Post 65mmx65mm, 50mmx25mm, MS square pipe ISI Marked
6 Side Wall MS Sheet 1.2mm thick sheet of make JSW Gl properly sloped
Stiffeners & water tight
9mm thick MDF of make GREEN-PLY (GREENPANEL) & all
Internal Wall - g :
7 el vtar.tlcafly a.nd honz?nta! corn.ers will be neatly and smoothly
Finished with Aluminum sections & L angles.
3 RobfOuiside G.| Shet_at 1.2mm thick sheet of make JSW properly sloped &
water tight.
9mm thick MDF of make GREEN-PLY (GREENPANEL) & all
9 False Ceiling vertically and horizontal corners will be neatly and smoothly
Finished with Aluminum sections & L angles.
Double shutter sliding aluminum (JINDAL) powder coated
10 Aluminum windows of thickness 1.2mm with 4mm thick glass of make
Windows Saint Gobain for all windows, safety grills from outside &
canopy on the top of windows.
The door will be of external opening type made out of the
11 Door same material as wall panels & canopy above the door.
Frame work by tubular pipe of 25 x 25. Door with MS Aldrop
12 — 25mm thick glass w.o_ol insulation of density 32kg/m3 on side
wall & 50mm on ceiling.
All wiring will he concealed with PV insulated copper wires
13 Wiring of ISI quality, suitable for 240volt, 50 HZ single phase AC
power supply.
14 Electrical Fttines All electrical fittings in portable cat_:in shall be 220- 240V.AC
50Hz.LED lights, Bulkhead, Fan, switches & Sockets ISI MARK
15 AC Provision Split Air conditioner point along with separate MCB.
16 Earthing Earthing point will be provided for safety.
17 Hooks Specially formed hooks for easy lifting and shifting.
18mm thick Cemented board of make Birla Aerocon will be
i Flonring fixed by means of self-taping screw & 0.65mm thick vinyl

13




TECHNICAL SPECIFICATION of the Conference Cabin

SINO | COMPONENT DESCRIPTION Amount
1 Bottom 100mmx50mm C-Channel with ISI Marked
Frame
2 Top Frame 50mmx50mm MS Square Pipe ISI Marked
3 Stiffener 100mmx50mm MS Square Pipe, 80mmx40mm,
Bottom 50mmx50mm MS square pipes ISI Marked
4 SHitener Ton 59mmx50mm, 50mmx25mm, 25mmx25mm MS square
pipe ISI Marked
5 Side Post 65mmx65mm, 50mmx25mm, MS square pipe ISI Marked
5 Side Wall MS Sheet 1.2mm thick sheet of make JSW Gl properly
Stiffeners sloped & water tight
9mm thick MDF of make GREEN-PLY (GREENPANEL) & all
Internal Wall : : ;
7 Pancing vertically and horizontal corners will be neatly and
smoothly Finished with Aluminum sections & L angles.
g RooF Oitside G.l Sheet .1.2mm thick sheet of make JSW properly sloped
& water tight.
9mm thick MDF of make GREEN-PLY (GREENPANEL) & all
9 False Ceiling | vertically and horizontal corners will be neatly and
smoothly Finished with Aluminum sections & L angles.
Double shutter sliding aluminum (JINDAL) powder coated
10 Aluminum windows of thickness 1.2mm with 4mm thick glass of
Windows make Saint Gobain for all windows, safety grills from
outside & canopy on the top of windows.
The door will be of external opening type made out of
11 Door the same material as wall panels & canopy above the
door. Frame work by tubular pipe of 25 x 25. Door with
MS Aldrop
12 IAelilation 2'5mm thick glass wool ip‘sulation of density 32kg/m3 on
side wall & 50mm on ceiling.
All wiring will be concealed with PVC insulated copper
13 Wiring wires of ISI quality, suitable for 240volt, 50 HZ single
phase AC power supply
Elsctrica] All clcct_rif:.?l fitti.ngs‘ in portable cabin shall be 220 _
14 FiLlings 240V.AC 501 1z.LLD lights, BDulkhead, | an, switches &
Sockets ISI MARK
15 AC Provision | Split Air conditioner point along with separate MCB.
16 Earthing Earthing point will be provided for safety.
17 | Hooks Specially formed hooks for easy lifting and shifting.
18mm thick Cemented board of make Birla Aerocon will
; be fixed by means of self-taping screw & 0.65mm thick
18 Flooring ; ; i
. vinyl Carpet will be fixed on the panel, (100% water,
termite & dimensional proof with vinyl Carpet)

14







