KARIMNAGAR SMART CITY CORPORATION LIMITED.
Dist:Karimnagar; Telangana

REF.NIT. No. /KSCCL/2024-25 dated 15 . of.2024.

KSCCL intends to receive quotations for various items for
Construction of SPV office, Integrated Command Control Center Cum DRF
Office Building Construction of Roof top Rainwater harvesting System
.Development of MPS park control room andMusical fountain civil
works, Continuous Pressurized 24x7 Water SupplySystem in 3 pilot
zones ,Construction of central library Building, Development of
integrated market at bull semen center near Karimnagar dairy in
Karimnagar under Smart City Mission™ The details can be downloaded
from the website

https://karimnagarcorporation.telangana.gov.in.
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S.No | Description Date
1 Specifications & BOQ ) - 0p-2024, 5PM
Download start date
2 Last date for submission 22.0b.2024 till SPM

anaging irec/:\t’of

Karimnagar Sgart City Corporation Ltd
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Sir

Sub:-

NOTE SUBMITTED:-

Karimnagar Smart City Corporation Limited — Expression of Interest for
invitation of Quotations for “Construction of SPV office, Integrated
Command Control Center Cum DRF Office Building Construction of Roof
top Rainwater harvesting System ,Development of MPS park control room
andMusical fountain civil works, Continuous Pressurized 24x7 Water Supply
System in 3 pilot zones, Construction of central library Building
Development of Integrated market at Bull semen Center near Karimnagar
Dairy in Karimnagar under Smart City Mission — Publication of Eol notice
in News Paper — Draft letter addressed to the Commissioner, I&PR put up for
kind perusal and approval - Regarding.

Karimnagar Smart City Corporation Limited intends to issue the following Notice

inviting quotations for various items for the project “Construction of SPV office,
Integrated Command Control Center Cum DRF Office Building Construction of
Roof top Rainwater harvesting System ,Development of MPS park control room and
Musical fountain civil works, Continuous Pressurized 24x7 Water SupplySystem in 3
pilot zones ,Construction of Central Library Building ,Development of Integrated
market at Bull semen Center near Karimnagar Dairy in Karimnagar under Smart City
Mission™.

The Specifications along with the BOQ shall be uploaded in the Karimnagar

Municipal Corporation Website https://karimnagarcorporation.telangana.gov.in.

Accordingly, the notice of Expression of Interest is required to be published in the

State Edition of Telugu & English Newspaper. The schedule of the Eol is as follows

S.No | Description Date

Specifications & BOQ Download start date | 2 . bb.2024, 5SPM

Last date for submission 2@ .06.2024, 5SPM

e

\ 5
DEE QZ‘P SE Managing Director

Therefore, a draft letter addressed to the Commissioner, I&PR Dept., Hyderabad is
herewith put up for kind perusal and approval.

)

Karimnagar smart city Corporation Limited



KARIMNAGAR SMART CITY CORPORATION LIMITED
Contract Ph. No. 9849906691.

Email : mdksccl@gmail.com

From To

The Managing Director, The Commissioner,
Karimnagar Smart City 1& PR, Samachar Bhavan
Corporation Limited. Masabtank, Hyderabad
Karimnagar.

Lr. NO25%KSCCL/2024-25 dt. |8 .0¢.2024

Sir,
Sub:- Municipal Corporation Karimnagar — Publication of Expression of Interest
notice in State Edition of Telugu & English Daily News Paper — Regarding.

* % %

| herewith furnish a copy of "Notice" with a request to arrange publication in State
Edition of one Telegu daily newspaper & one English daily newspaper with a minimum

size of ( min x min) cm. Payments will be paid after receipt of the bill.

Karimnagar Smart City Corporation Ltd

Encl: Notice of Eol



Karimnagar Smart City Corporation Limited (KSCCL)

EXPRESSION OF INTEREST AND INVITATION OF QUOTATIONS

for
Construction of SPV office, Integrated Command Control Center Cum DRF
. Office Building, Construction of Roof top Rainwater harvesting System ,Development
of MPS park control room andMusical fountain civil works, Continuous Pressurized 24x7
Water Supply System in 3 pilot zonesConstruction of Central Library Building
.Development of Integrated market at Bull semen Center near Karimnagar Dairy in
Karimnagar under Smart City Mission.

Invited by:

Managing Director & Chief Executive Officer
Karimnagar Smart City Corporation Limited
F-mail- mdksecl@gmail.com

Tel No: +91984990669




KARIMNAGAR SMART CITY CORPORATION LIMITED (KSCCL),
KARIMNAGAR

Ref:lra-)252IKSCCLI2024-25 dated 1810¢/2026
Invitation for Expression of Interest

KSCCL desires to invite Competitive Quotations from reputed vendors for

Construction of SPV office, Integrated Command Control Center Cum DRF
Office Building, Construction of Roof top Rainwater harvesting System ,Development
of MPS park control room andMusical fountain civil works, Continuous Pressurized 24x7
Water SupplySystem in 3 pilot zones Construction of Central Library Building
,Development of Integrated market at Bull semen Center near Karimnagar Dairy in
Karimnagar under Smart City Mission.

“The detailed Specifications and BOQ can be downloaded from the website of
- www.karimnagarcorporation.telangana.gov.in and will be available from20.0£62024,
5pm onwards.

. The last date for submission of proposals is29.062024 up fo 17.00 Hrs.

For more details contact:
Karimnagar Smart City Corporation Limited

. E-mail: mdksccl@gmail.com
cc: tlkarimnagar@aarvee.net

 Mobile No: 9849906691 & 9538210099

Sdl-
Managing Uirector,

KSCCL



Iltem List of this EOI: -

Following are various items of work for which quotations are invited.

Name of Work - Construction of SPV office, Integrated Command Control Center Cum
DRF Office Building in Karimnagar under Smart City Mission.

Unit | Quantity Total
S.No Description Amount
(INR)
il Supply & Laying /Fixing of Artificial Green Grass made of | Sqm 148
Polyamide & Polypropylene yarn for real time
appurtenance, the thickness of the grass in pile height of
25mm with density -10500, Tuft GSM 750, Tuft
withdrawal force -17.4 Ibs, with a warranty of
4yrs,backside with WPC board of 12mm thick and MS
frame as required, including transportation, installation,
finishing and handover etc complete for finished item of
work as directed by the Engineer-in- Charge
2 | Designing, fabricating, testing, protection, installing and | S4M 195

fixing in position semi (grid) unitized system of structural
glazing (with open joints) for linear as well as curvilinear
portions of the building for all heights and all levels with
aluminium extruded tubular and other aluminium
sections as per the architectural drawings and approved
shop drawings, the aluminium quality as per grade 6061
and Tempered grade of T6 as per BS 1474, including
super durable powder coating of 60-80 microns
cunfurming Lo AAMA 2604 of requlred colour and shade.
Hermatically Sealed Insulated (IGU) Double Glazed Glass
Unit (DGU) with 6 mm thick toughened Clear Glass both
sides and hollow aluminium spacer bar frames where
frame is bent at 90 degree angle and assembled with
only one joint with 12mm dry Air Insulated, glass on one
side coated with low-emissivity coating for energy
efficiency, high-performance glass with low U value of
minimum 3 W/sgm, for recommended RHG, SRI, SHGC,

and VLT as per green building - GRIHA/ LEED stipulations.

The cost is including Structural analysis & design and
preparation of shop drawings for the specified design
loads conforming to IS 875 part Ill (the system must
passed the proof test at 1.5 times design wind pressure
without any failure), including functional design of the
aluminlum sectlons for fixing glazing panels of various




wind pressure without any failure) as per ASTME- 330-10
testing method for a range upto 50 mm5. Seismic
Movement Test (upto 30 mm) as per AAMA 501.4-09
testing method for Qualitative test, Tests to be
conducted on site.6. On site Test for Water Leakage for a
pressure range 50 kpa to 240 kpa (35psi) upto 2000 mi
all complete as required, as per the Architectural
drawings, as per item description, as specified, as per the
approved drawings and as directed by the Engineer-in-
Charge

Designing, supply, and erection of external architectural
lighting as per 1S:3043 with linear lighting, wall washer
lighting, spot lighting and other lighting as required
including cabling, distribution boxes, wiring, and labor
etc. as per the approved drawings and as directed by the
Engineer-in- Charge

LS

Providing and Fixing and Installation of Digital Signage
Letters using 18mm thick solid acrylic letters with backlit
arrangement with approved colour shade fixing over the
existing ACP cladding using suitable adhesive or Bolted
arrangement as per the approved drawings. The length
and height of the letters to be in proportionate to the
elevation as directed by the Engineer-in- Charge

LS

Supply & Installation of Modular Toilet Cubicles as per
the approved drawing and directions of Engineer — In —
Charge for height 1995mm including 150mm clear gap at
bottom using High Pressure Laminate boards of 12mm
thick with stainless steel Grade 304 hardware like self
closing hinges, Lock with indicator; coat hangar,
adjustable legs and aluminium SS finish sections for Top
rail, U & T channels etc complete with warranty of 10
years for partitions against any moisture related defects
and one (1) year warranty for the Rest room
workmanship and hardware (accessories) against any
manufacturing defects. Cost includes supply of material
including transportation, loading & unloading,
installation and all neccessary accessories etc complete
for finished item of work.

Nos




S.No

Description

Units

Quantity

Total
Amount
(INR)

Supply and fixing of rope light including labour charges
etc..complete.

Rmt

1280

Supply and fixing of decorative Outdoor garden vertical
post light (3m height) of 15W including labour charges
etc..complete.

Nos

12

Supply and fixing of decorative Outdoor garden Bolarad
light (0.7m height) of 12W including labour charges
etc..complete.

Nos

11

Supply and fixing of post top lantern with diffuser and
15W led light etc suitable for gate complete with all
accessories and lab our charges etc. Complete.

Nos

04

10

Supply transportation to site & fixing of SS Inauguration
Plaque with wooden frame including all charges etc.
complete for finished item of work

Sft

20

Development of MPS park control room andMusical fountain civil works in Karimnagar

S.No Description Units Quantity | Amount
1. Supplying, Delivery and installation of Model 7.5 HP Nos
open well submersible pumpset with the following

accessories including transport and all other charges
excluding GST for complete job work as directed by
Engineer-in-charge.

2. 1) 3*2'/2' pipe size 3 phase -1set Mahindra Make Nos
panel box set with LnT 14Amp.Anchors 63Amp, PVC
wire-1 Set.

3 2) Godavari polymers make 2 1/2*6kg HDPE pipe- Nos
10mts.

4. 3) 2' 1/2 collar and Gl Collar with Nuts and bolts - Nos
1Set.

5 Herbal plants (height range 1ft -2ft) Nos

i Lemon verbena Nos

ii Roolbos Nos

10




Unispray Popup Sprinkler 15VAN
Unispray Popup Sprinkler 10VAN
Plain Lateral 30mm

Head Connector 20mm

Barbed Adaptor 30x3/4"

Barbed Adaptor 30x1/2"

Rubber Gromet

Head Connector 16mm

Barbed Connector 16mm

Line End 16mm

Barbed Tee 16mm

Head Connector 16mm

Barbed Connector 16mm

Line End 16mm

Barbed Tee 16mm

Barbed Elbow 16mm

Quick Coupling Valve 3/4"

Riser for Quick Coupling Valve 3/4"
Finolex Plasson Ball valve 63mm
PVC flush Valve 40mm

Valve box 10" (Optional)

PVC Pipe 90/6kgf

PVC Pipe 75/6kgf

PVC Pipe 63/6kgf

PVC Pipe 40/6kgf

PVC Fittings and accessories with all the accessories
including transportation and all other charges
(complete work.) in all shape

Continuous Pressurized 24x7 Water SupplySystem in 3 pilot zones

TECHNICAL SPECIFICATION of Toilet& Security Cabin

Marked

SINO COMPONENT DESCRIPTION Amount
1 BevBIMEramE 100mmx50mm C-Channel with ISI
Marked
2 Tepllirame 50mmx50mm MS Square Pipe ISI

12




15

AC Provision

Split Air conditioner point along
with separate MCB.

16

Earthing

Earthing point will be provided for
safety.

17

Hooks

Specially formed hooks for easy
lifting and shifting.

18

Flooring

18mm thick Cemented board of
make Birla Aerocon will be fixed by
means of self-taping screw &
0.65mm thick vinyl Carpet will be
fixed on the panel. (100% water,
termite & dimensional proof with
vinyl Carpet)

TECHNICAL SPECIFICATION of the Conference Cabin

SINO COMPONENT DESCRIPTION Amount
1 Bottom Frame 100mmx50mm C-Channel with ISI Marked
2 Top Frame 50mmx50mm MS Square Pipe ISI Marked

100mmx50mm MS Square Pipe,
3 Stiffener Bottom | 80mmx40mm, 50mmx50mm MS square
pipes ISI Marked
. 50mmx50mm, 50mmx25mm,
g Stiffenenon 25mmx25mm MS square pipe ISI Marked
5 Side Post 6.5mmx65mm, 50mmx25mm, MS square
pipe ISI Marked
6 Side Wall MS Sheet 1.2mm thick sheet of make JSW
Stiffeners Gl properly sloped & water tight
9mm thick MDF of make GREEN-PLY
Intermal Wall (GR‘EENPANEL) & all ?:ertically and
7 Eaneling horizontal corners will be neatly and
smoothly Finished with Aluminum sections
& L angles.
3 Reof Oltside G.I Sheet 1.2mm thick she_et of make JSW
properly sloped & water tight.
9mm thick MDF of make GREEN-PLY
(GREENPANEL) & all vertically and
9 False Ceiling horizontal corners will be neatly and
smoothly Finished with Aluminum sections
& L angles.
Double shutter sliding aluminum (JINDAL)
. powdar coated windows of thickness
10 All'Jmlnum L 2o with Mo thick glass ol miake Salit
Windows

Gobain for all windows, safety grills from
outside & canopy on the top of windows.

14




e) Geo textile non woven fabric for liquid waterproofing
systems. Geo textile non woven fabric, highly resistant,
needled and thermo-calendered . UV rays resistant, it
guarantees high performances against traction both in
longitudinal and trasverse direction and at perforation of
liquid waterproofing systems.

SUPPLY AND FIXING OF ALUMINUM SHEET OVER THE
EXPANSION JOINTS:

Supply and Fixing of 26 guage Aluminum Sheet to the width
of 1' (one feet) fixing with screws fitting to cover the top side
of the expansion joint treatment. Fixing MS srews.

Mts

Construction of Central Library Building beside Il town police station

S.no Description Units | Quantity | Amount
Furniture
1 Manufacturing, Supply and Installation of Cabin Tables, Work

Stations and Meeting Table with warranty and following
specifications

Table Top: Table top is made of 25mm thick prelaminated
particle board in E1 grade finish with 2mm PVC edge banding,

Understructure: AL Powder coated Sole series legs and MS
Powder coated beams are considered to support table top.

Modesty Panel: 18mm PLB modesty of 450mm Height which
acts as privacy and comfortable for user.

Wire Management:

For Cabin Tables: CRCA 1.2mm thk MS Powder coated wire
tray with switch plate 150D*150H below the table top and
Aluminum flipups of 500Wx135D on table top is considered.

For Work Stations: 65mm Grommet cap on table top and
70mm Metal raceway with laminated facia to mount switches
and sockets & 60X30X1.6mm thick metal CRCA tube leg with
concealed junction box with 1.2mm thick CRCA covers will
provide in middle leg of the clusters to pull wires from floor to
wire tray.

Side Storage for Cabin Tables: Top -25mm thick & Body Made
of 18mm thick pre-laminated particle board with 2dr of
openable shutters and Aluminium Finish handles with lock
and keys.

Work stations of size: 900mm (L) x 600mm (W) x 750mm (H)

Cabin Table of size: 1500mm (L) x 750mm (W) x 750mm (H)
with Side storage of 900mm(L) x450mm (W)x750mm (H)

Meeting Table of size: 6600mm (L) x 1650mm (W) x 750mm

(H)

16




Size: 1500mm dia
Makes: Godrej / Wipro / Nilkamal / IKEA / Featherlite /
Durian / Monarch etc.

Manufacturing, Supply and Installation of Cafeteria stackable
chair with polypropylene seat & back and with wooden
powdercoated legs along with warranty

Makes: Godrej / Wipro / Nilkamal / IKEA / Featherlite /
Durian / Monarch etc.

Manufacturing, Supply and Installation of Steel Double-faced
Library Books Rack with warranty and following
specfications:

Main Unit of size: 7°.6” Height x 3' Length x 22" Depth with 14
(7+7) (Back to Back) of Built-in book - stoppers Sliding- type
panels with range indicator and index Pocket provided for
easy cataloguing.

A. Box type Double faced side cover of size: 7’6" (2285mm H)
x 22"(560mm D) made of CRCA Sheet of 20 gauge (1mm thick)
B. Center Column of size: 7°.6”"(2285mm H) with base shoe
made of CRCA Sheet of 18/16 gauge(1.6mm thick)

C. Panels or Shelves of size: 855mm Length and 222mm Width
made of CRCA Sheet of 20 gauge (1mm thick)

D. Brazings or Connector of size: 855mm Length made of
CRCA Sheet of 18 gauge (1.2 mm thick)

E. In Built Book Stoppers of size: 140mm H x 50mm D x 65mm
L made of CRCA Sheet of 16 gauge

F. Left and Right Hand Brackets of size: 165mm H x240mm W
made of CRCA Sheet of 16 gauge

G. TA GREY Powder Coated of above Material is 50 to 60
microns

Makes: Godrej / Wipro / Nilkamal / IKEA / Featherlite /
Durian / Monarch etc.

IT Components

1

Quad core processor/4 GB RAM /128GB SSD
storage/21-inch touch screen (LED display with full

HD resolution); Minimum two USB3.0 ports; R]

45, HDMI; Audio oul; OCM keyboard and mouse

The digital content subscribed by the ugers can be accersad
in the Library on the desktops provided in the library. . The
contractor shall provision for all power connections, network
connections, etc. for operation of these PCs

51

No’s

19” rack mountable Server with Octa Core 3.6 GHz

dual processor/32 GB RAM upgradable to 64GB/10 TB HDD/
2*10 Gbps Ethernet/ Minimum two USB3.0

ports/ 21 inch LED

No’s

24U/19”/1000(Height)*400(Width)*500(depth)/load
carrying document of 899 kg on enclosure frame

No’s

24 1G/10G Ethernet ports/32K MAC
address/IPV4,IPV6//layer 2 /DHCP/IPS

No’s

Support 2*10G port with necessary
SFP+module/Support IPV4 & IPV6/ support IPSEC VPN

No’s

Quad Core 2.5 GHz/16 GB DDR4/1 TB 7200 scrial ATA/ 21-

inch LED display with full HD resolution; Minimum four

No's

18




c) Different kind of reports like; total no. of books, no. of
issued books, no. of

journals, etc.

d) Admin can keep updating the system by providing the new
books arrival in

system and their availability, thus users need not to go to
library for issuing

purpose.

e) The system has books well organized and systematically
arranged in different

categories in the system so that user can easily search and
find the book.

f) Thus, it saves human efforts and resources.

An Integrated library management system shall be
implemented with support for, but

not limited to, the following features:

a) Desktops/thin client systems for LMS

b) Server and storage for hosting the desired required
solution

c) Access points for internet.

11

20 KVA UPS

Capacity _20 KVA - 16000 Watts (0.8 pf)
Technology -True Online Double Conversion

Input Voltage- 415V (3 Phase)

Input Voltage range- 380-470 VAC Three Phase
Input Frequency-50 Hz

Input Frequency range-45 to 55 Hz for work on Generator
Battery Charger

Type of Charger-Constant voltage — constant current
Battery Recharge Time to

80%-8 hours after 100% discharge

Rectifier-IGBT

Inverter

Inverter Technology-IGBT power devices pulse width
Crest Factor-3.1

Output Wave form Sinusoidal

AC Output

Output Voltage 415 VAC 4 wire

Regulation (Steady state) +/- 1%

Dynamic Regulation +/- 3% with 100% step load of
0.8PI'&3.1CF and recovery in

Iransient Response- Less than 40 milliseconds

Total Harmonic Distortion <2% for 100% linear load & <5%
for 100% non-linear load

Output Frequency

Inverter Mode- 50 Hz +/- 0.1 Hz

Overall Efficiency >/-88%

Overload Capacity 110% for |5 minutes

Static Bypass -Static bypass to ensure seamless transfer to
mains

Manual Bypass- Manual / Maintenance Bypass

No’s
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Construction of Roof top Rainwater Harvesting System

Units uantit
Description 2 Y

Total Amount

.N
e (INR)
Supply and delivery of Reducing TEE of size Each
1 110x160mm including cost and conveyance of all
materials and labour charges etc. Complete as per
quotation
Supply and delivery of Reducing TEE of size Each
5 75x110mm including cost and conveyance of all
materials and labour charges etc. Complete as per
guotation
3 Supply and delivery of 160mm dia Elbows including Each
cost and conveyance of all materials and labour
charges etc. Complete as per quotation
Supply and delivery of Reducing TEE of size Each
4 63x110mm including cost and conveyance of all
materials and labour charges etc. Complete as per
guotation
Supply and delivery of 63mm dia ELBOW including Each
5 cost and conveyance of all materials and labour
charges etc. Complete as per quotation
Each
6 Supply and Delivery of 32mm dia Clamp set& nut bolt
Each
7 Supply and Delivery of 150mm dia Gl bore covers
Each
g Supply and Delivery of Reducer Gl Neppal (one inch to
half inch)
Each
9 Supply and Delivery of 32mm SS Neppals
Each
10 Supply and Delivery of 32mm GI Bend
Each
11 Supply and Delivery of couplings (half inch)

22




NOTE: -
* Rates / Amount are to be excluding of the taxes

* Bidders may have to give a detailed presentation, as may be decided by the
authority inviting EOI.

KEY DATES
1 Issue of Document .0 .2024, 5:00 PM
2 Last date for receipt of queries on Eol .0 .2024, 5:00 PM
3 Posting of response to queries .0 .2024, 5:00 PM
4 Last date for submission of Eol .0 .2024, 5:00 PM

NOTE: -
1. Rates / Amount are to be excluding of the taxes

.2. Bidders may have to give a detailed presentation, as may be decided by the
authority inviting EOL.

KEY DATES
1 Issue of Document .0 .2024, 5:00 PM
2 Last date for receipt of queries on Eol .0 .2024, 5:00 PM
3 Posting of response to queries .0 .2024, 5:00 PM
4 Last date for submission of Eol .0 .2024, 5:00 PM
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